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SDS

All SS Pressure Gauge
With Threaded Diaphragm Seals

Special Features

Stainless steel case & measuring system

Socket directly welded to case

Dry and liquid filled version

Standard followed EN 837-3 (for NS 100, 150)

The diaphragm is welded to the body to ensure separation of the filling
fluid from the process medium
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Application

m Diaphragm seals are designed to isolate the sensing element of
pressure gauges and pressure switches from process fluids that they
may be corrosive, viscous, sedimentous and / or with a high
temperature.

Chemical & Petrochemical industries

For aggressive, hot, corrosive, environmentally hazardous or toxic media
Food & beverage

Pharmaceutical

Process industry

Gauge Specifications

Accuracy

Ambient temperature
Process temperature
Operating pressure range
Over pressure limit

Standard Version : 100 mm, 125 mm & 150 mm

+1.0% of F. S.
-25°C to +65°C
-40°C to 200°C or as per fill fluid
75% of Scale Value
<100 bar

> 100 to < 250 bar

: 125% of Max. Scale Value
: 115% of Max. Scale Value

Case & Bezel

AlSI 304 SS (Bayonet Type)

Bourdon AISI 316L SS

Socket AISI 316 SS (Directly Welded to Case)

Movement AISI 304 SS

Joints Tig Argon Arc Welding

Protection IP 68 as per IS/IEC 60529:2001

Dial Aluminium, black graduation on white background
Pointer Aluminium, black coloured Micrometer zero adjustable
Window Toughened Glass

Blow off Disc Neoprene

Gasket & Filling Plug Neoprene

Sealed Unit Specifications Standard Version

Seal type & Range

Instrument connection
Process connection

D65 = -1 to 0 kg/cm? & 0 to 70 kg/cm? (Standard)

D45 =100 kg/cm? to 250 kg/cm?

3/8” BSP (F)

2" BSP (M) Standard or As Required as per Model Coding List.

Fill fluid Silicon Qil - DC 200

Mounting Direct (without capillary) or Remote Mounting With Capillary Optioanl
Diaphragm AISI 316L SS

Top chamber AISI 304 SS

Bottom chamber AISI 316 SS

Nuts / bolts AISI 304 SS

Sealing gasket PTFE

Dry But Fillable Version

Glycerine Filled Version

Fillable Dampening Liquid
Ambient Temperature
Process Temperature
Window

Other Features

+1.0% of F.S.

Maximum 65°C

Maximum 150°C

Toughened Glass

Glycerine 99.7% (others available as option)
Refer Specification of Standard Version

Accuracy :
Ambient Temperature :
Process Temperature -
Window :
Dampening Liquids
Other Features

Glycerine 99.7%
Maximum 65°C
Maximum 150°C
Toughened Glass
Refer Specification of
Standard Version

Temperature effect:

The variation of indication caused by effects of temperature is to be calculated by below formula; which is to be added in the specified accuracy
while measurement :- Formula : £0.04 x (t2 - t1) % of F. S. where t1 = reference temperature (+20°C) and t2 = ambient temperature in °C.
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All SS Pressure Gauge
With Threaded Diaphragm Sealed

Dimensions - Sealed Unit

TYPE “D65” (STANDARD VERSION) TYPE “D45”

A G
G |
r | INSTRUMENT CONNECTION

WFEF

N

DIAPHRAGM I8
c | (Spanner Size)
DIAPHRAGM i H (PROCESS CONN)
I~ (Spanner S|ze) ]
2 \PROCESSCO NECTION (H) Li_‘
Al
L :
A;—
Suitable for Ranges : -1 to 0 kg/cm? & 0 to 70 kg/cm? Suitable for Ranges : 100 kg/cm? to 250 kg/cm?
‘ A~B ~C | E | F G H I | Approx. Wt. # ‘ A A1~B ~C E F G H I | Approx. Wt. #‘
‘ 30| 31| 44 85 |210/3/8” BSP(F) "~”BSP (M) | 26 1300.0 ‘ 25 | 30| 41 | 45 66 | @10|3/8” BSP(F) | %%,”BSP (M) 25 900.0 ‘
(# Weight in grams with box for Standard Model.) (# Weight in grams with box for Standard Model.)

Notes : « Drawings are not to scale. < All Dimensions are in mm.

Dimensions - Standard Version

TYPE 1

SS316 Capillary
With SS 304 Armour

NS A B @C @D E M S @leN au e

100/12.5 45 111 | 100 22 128 5 | 6 134 118 2400.0 2750.0

125/ 15 | 46 | 129 119 (22| 143 5 6150137 2500.0 3450.0

150/ 15 47 161 149 22 174.5 5 | 6 186 168 2800.0 3950.0

200 18 49 216 200 |22 229 1.5 7 245 230 3500.0 4450.0

250 18 | 55 | 262 @ 247 22 |286.5 1.5 7290 276 3950.0 4950.0
www.shreejipressuregauge.com Design and specifications are subject to change without prior notice
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Helping World to Measure....

Dimensions - standard version

SDS

All SS Pressure Gauge

With Threaded Diaphragm Sealed

TYPE 2
B

— A =

Ns A B oc oD E "(ELEI with cyesrin  Box
100 12.5 48 111 | 100 |22 1950.0 2300.0

125 15 | 48 129 | 119 22 2050.0 3000.0

150 15 | 49 161 | 149 |22 2350.0 3500.0

200 18 | 49 | 216 200 22 3050.0 4000.0

250 18 55| 263 | 248 22 3500.0 4500.0
TYPE 5

TYPE 3

Ns A B oc o & LS win Gyeorn s Bon
100/12.5 48 | 111 | 100 22 1950.0 2300.0
125 15 48 | 129 | 119 22 2050.0 3000.0
150/ 15 49 | 161 | 149 22 2350.0 3500.0
200 18 | 49 216 | 200 22 3050.0 4000.0
250 18 | 55 263 | 248 22 3500.0 4500.0

NS A B ©C @D E S @IoN oU We(;,%'l‘:h";g;?’“ e e
100 12.5 48 111 | 100 22 1 | 6134 118 2400.0 2750.0
125 15 48 129 119 22 1 6150137  2500.0 3450.0
150 15 49 161 149 22 1 6186168  2800.0 3950.0
200/ 18 | 49 | 216 @ 200 | 22 1.5 7 245230 3500.0 4450.0
250 18 52 263 248 22 1.5 7290276  3950.0 4950.0

Notes : « Drawings are not to scale.

* All Dimensions are in mm

.* NS = Nominal size

» Weights mentioned are approximate and for standard product. Weight can be different after selection of options.
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.4 Helping World to Measure....

SDS

All SS Pressure Gauge

With Threaded Diaphragm Sealed

Range Table

Note : We offer National / International Scales like kPa, MPa, bar, psi, kg/cm® & Dual Scale like kPa with psi, kPa with bar, bar with psi or
Equivalent scales as per the requirement can be provided on request. Following are the example tables for kg/cm?& psi scales.

Pressure
Single Scale (kg/cm? or bar)
0/0.6 0/4 0/25 0/160
011 0/6 0/40 0/250
0/1.6 0/10 0/60
0/2.5 0/16 0/100
Dual Scale (psi with kg/cm?)
psi kg/cm? psi kg/cm? psi kg/cm?
0/15 0/1 07400 0/28 0/3500 0/250
0/30 0/2 0/500 0/35
0/60 0/4 0/600 0/40
0/100 0/7 0/1000 0/70
0/150 0/10 0/1500 0/100
0/230 0/16 0/2300 0/160
0/300 0/20 0/3000 0/200
Vacuum & Compound
Dual Scale (inHg with psi & mmHg with kg/cm?)
inHg with psi mmHg with kg/cm? inHg with psi mmHg with kg/cm? inHg with psi mmHg with kg/cm?
- 30/0 - 760/0 - 30/60 - 760/4 - 30/200 - 760/14
-30/15 - 760/1 - 30/100 - 760/7 - 30/300 - 760/21
- 30/30 - 760/2 - 30/150 - 760/10 - 30/350 - 760/25
Single Scale (kg/cm?)
-1/0 -1/1.5 -1/5 -1/15
-1/0.6 -1/3 -1/9 -1/24

Accessories (refer datasheet for complete specifications)

CT Cooling tower

GS Over load protector (gauge saver)**

SN In-Built Snubber

* Needle valve

SP Siphon

* Refer catalogue for Valves & Manifolds.

** For Pressure Ranges.

Note : For Any Non Standard or Special Scale Marking Consult Factory
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